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Hydrogen Peroxide/ Peracetic Acid Low to High Range Drop Test Kit

For testing hydrogen peroxide levels in water 5-5000ppm

What: Hydrogen Peroxide Low Range Test Kit (5-5000ppm peroxide) in a sturdy, rigid, plastic, carry
case.

Contains:

1) HP1 Hydrogen peroxide buffer

2) HP2 Hydrogen peroxide HR titrant
3) HP3 Hydrogen peroxide LR titrant
4) 10ml syringe

5) 60ml sample bottle

6) Instructions for use

Why: To measure hydrogen peroxide levels of 5-5000ppm in water systems. This test kit will give a
more accurate reading than test strips.

How: High Range Testing 5-5000ppm peroxide (see separate sheet for Low Range Testing)

Step 1) Take a sample of the water to be tested according to the expected range of the hydrogen
peroxide in the system.

Expected Range Sample Size Factor
5-125ppm 40ml 5
25-250ppm 20ml 10
50-500ppm 10ml 20

100-1000ppm 5ml 40
500-5000ppm 1ml 200

Step 2) Add 25 drops of HP1 and swirl to mix.

Step 3) Add HP2 reagent while swirling and counting the number of drops to turn pink.

Step 4) Ensure that the pink endpoint colour remains for at least 30 seconds.

Step 5) Calculate hydrogen peroxide concentration: Multiply the number of drops of HP2 added x

factor

Step 6) To calculate peracetic acid multiply concentration of peroxide x 2.24

or irritant reagents.

3. Do not ingest.

Health and Safety
1. Refer to H and P phrases on individual bottles

2. Wear protective gloves and safety goggles when performing any tests using corrosive, harmful
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